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Specifications

Specifications

IP Washers 
Nylon & Fibre Sealing Washers

Anti Vibration Washers 
Stainless Steel Serrated Washers

TO IMPROVE THE IP RATING BETWEEN THE GLAND AND THE EQUIPMENT TO VALUES 
GREATER THAN IP54

Design Reference Thread Size Inside Ø mm Outside Ø mm Thickness

Nylon Fibre

25111001 16 16.0 22.0 1.70
25111003 20 20.0 26.0 1.70
25111005 25 25.0 32.0 1.75
25111006 32 32.0 42.0 1.75
25111007 40 40.2 52.0 2.00
25111009 50 51.0 66.5 2.00
25111011 63 63.5 84.5 2.00
25111013 75 76.0 90.0 1.50
25111014 85 85.5 100.0 1.50
25111015 90 90.5 125.0 1.50

41702-51 16 16.2 22.0 1.50
41702-53 20 20.3 26.5 1.50
41702-55 25 25.3 42.0 1.50
41702-56 32 32.3 49.5 1.50
41702-57 40 40.4 61.2 1.50
41702-59 50 50.4 61.5 1.50
41702-61 63 63.5 76.7 1.50
41702-63 75 75.5 98.5 1.50
41702-64 85 85.5 113.8 1.50
41702-65 90 90.5 113.8 1.50
41702-66 100 102.0 132.3 1.50
41702-67 110 111.0 132.3 1.50

25111016 ½” 22.5 32.0 1.60
25111012 ¾” 29.0 38.0 1.60
25111025 1” 34.0 45.5 1.60
25111017 1¼” 43.0 55.0 1.50
25111018 1 ½” 49.0 65.0 1.50
25111019 2” 61.0 80.0 1.50
25111020 2 ½” 75.0 90.0 1.50
25111021 3” 89.6 115.0 1.50

Design Reference Thread Size Inside Ø mm Outside Ø mm Thickness

221840-53 20 21.0 33.0 4.2
221840-55 25 26.2 39.7 3.4
221840-56 32 32.3 49.5 4.4
221840-57 40 43.0 63.0 4.8
221840-59 50 52.0 80.0 4.8
221840-61 63 64.0 100.0 4.8
221840-63 75 77.0 112.0 4.8
221840-64 85 90.5 125.0 4.8
221840-65 90 90.5 125.0 4.8
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